
 
 
 

Resources required for delivering L2 Diploma in Mastic Asphalting 
 

Note: Areas and sizes given are the preferable requirements to deliver the qualification. 
 

Work areas 
 

Area 1 Workshop, preferably at ground floor level, with solid screeded floor area, approximately 

10m² floor space per learner (max. 12 learners per trainer). 
 

A roof clearance height of approximately 5 m is recommended to allow for 2 m – 3 m high 

work set ups/rigs and the dispersal of fumes at high level. Ventilation is essential with the 

provision of roof vents and/or an efficient extraction ducting system. 

 
Natural lighting where possible. 

 
Set ups/rigs can be constructed of brick or masonry, metal (steel), timber or concrete, 

preferably a range of materials available for the learner to work off different backgrounds. Set 

ups/rigs should enable clean asphalt to be retrieved and reused on completion of learner 

work projects. 

 
Area of workshop to have 1.5 – 4 tonne mixer, capable of 230°C. Mixer to be gas fired – 

natural gas or propane. If propane, the containers need to be in a caged area external to the 

workshop. 

 
Benches within the workshop for making/trimming tools. 

 
Area 2 Washing area, fire extinguishers and first aid equipment within workshop. 

 
Tools & Equipment 

 
 
• Asphalt cooker / cauldron / heating plant 

• Appropriate and adequate supply of asphalt blocks 

• Different types and grades of asphalt. 
 

 
• Tools: 

- trowels, floats 

- saws, tin snips 

- levels, measuring tapes, chalk lines. 
 

 
• Power tools: 

- drills 

- sanders 

- routers. 



Materials & Resources 
 
 
• Appropriate and adequate supply of: 

- roof edge trims 

- gauges 

- insulating board 

- expanded metal lathing (EML) 

- vents 

- primers 

- vapour barrier 

- separating membranes 

- background repair materials 

- range of surface finishing materials. 
 

 

Health and safety control equipment 
 
 
• Personal Protective Equipment – appropriate and adequate supplies of: gloves, eye and ear protection, 

protective clothing, masks/respirators, barrier creams etc. 

• Fire extinguishers 

• First Aid Box – with burn dressings. 
 

 

Storage Areas 
 
• Secure, dry and ventilated , enclosed stores for bagged materials e.g. cement and sand, felt, insulation 

boards, wire, buckets, power tools e.g. drills and sanders, routers for making own tools, hand tools. 

• Secure area, preferably outside, close to workshop for storage of new and reusable asphalt. 
 

Waste Disposal 
 

• Designated area for skips external to workshop 

• Small skips with trolleys, internal to workshop. 
 
 
 
 
 

 
NOTE: each practical assignment for this qualification will outline further resource 
requirements 


